THE CONSTRUCTION RESOURCE

THE TOP GREEN
CONTRACTORS | MARKET
SOURCEBOOK REPORT

(P.57) (P.81)

- - " L
Engineering News-Record .
SEPTEMBER W

\ St Qe Coons ~oonmESI W = S
ATER: CODE BARRIERS |
whose approval is mandatory to institute d ‘H
diplomacy will be required. oo~ \
) a q -g-:g&‘;;——boo»\\w . JRAPRVN aﬁm&l
YR, B A
_Q}. ‘ /:, (Or on-site \k W W\W\{\/ — cudmee W /“ \M w
gl - e ol W
I &.;?.v&:‘x W\_\_ DL
IRe - B - :
= . 0= | = oo\ —
Sas =2 WY - B |
X TN\ o b ds e GEREoTT T




The Pearland Reflection Bay Water
Reclamation Facility in Pearland, Texas,
will recycle runoff and treat effluent
water in the plant process for usable
processed/washed/sealed water.
Introducing this system in 2019 will save
the community thousands of gallons

of non-potable water for the future and
provide treatment capacity for the next
seven to 10 years for this Houston suburb.
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WHAT'S INSIDE

+ WEFTEC 2018

+ Design-Build Picks Up

+ Horizontal Drilling in Miami
+ New Management Tool

+ Dam Removal in Ohio

+ Recovery in Puerto Rico

+ Stability for Washington
Ferry System



The WOrId Standard in Concrete -
Waterproofing by Crystallization |

S

XYPEX integral crystalline technology waterproofs concrete foundation structures
as they're poured and cannot be damaged during installation or backfilling.

Unlike membranes, Xypex is added to the concrete at the time of batching avoiding
application errors. This sustainable technology also contributes to LEED credits.
When you select Xypex Crystalline Technology, you've chosen the best. ..
more than 40 years of independent testing, experience in over 90 countries,

Concrete Xypex Crystallization ~ Xypex Crystallization unmatched product and service standards ... and still no equal.
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Sewer Lift Station Protected With Crystalline
Waterproofing

Wastewater treatment for the new Roaring Fork Club
expansion project in Basalt, Colo., will be provided by the
Basalt Sanitation District using a gravity sewer extension.
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A 14-ft-tall, cast-in-place lift station is protected from a hostile
hydrogen sulfide environment and microbial-induced corrosion
using Xypex Bio-San C500, a dual-protection admixture.
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The 383-acre private club is expanding its facilities with 13
new, larger cabins as well as a 43-unit employee village. A
key component of the project is a 14-ft-tall, cast-in-place
lift station requiring approximately 42 cu yds of ready-mix
concrete.

Sopris Engineering specified Xypex Bio-San C500, a new
dual-protection admixture, to protect the lift station from an
expected hostile hydrogen-sulfide environment, microbial-
induced corrosion and varying pH levels. According to Sopris
Design Engineer Paul Rutledge, the firm would previously
have considered an epoxy coating for the interior of the lift
station; however, that option is no longer its first choice.

“With Xypex crystalline waterproofing with Bio-San
C500 antimicrobial, the protection becomes an inherent part
of the structure,” Rutledge says. “It not only heals cracks and
stops leakage, but it also inhibits slime growth. By using the
Xypex Bio-San, we eliminated the need for any supplemental
coatings inside or out. We also eliminated the need to
coordinate with a separate coatings contractor and any delays
or special preparation that might have been required. This
protection is built into the structure and eliminates a lot of
concerns.” &
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